
1 Equipotential

90° screw connector

 PA 72 90° screw connector
 Characteristics

90° screw connector for wire.
Not suitable for lightning protection zone."

Legend
a) wrench size 17
b) wrench size 20

Article-Nr. E-Number

263.052.006 156 000 590 CuZnvNi 6 35 35 a) 25
263.052.008 156 000 630 CuZnvNi 8 40 40 b) 25
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2 Equipotential

Technical Specifications: 90° screw connector  PA 72 

263.052.006 263.052.008
Length a 35 mm 40 mm
Width b 35 mm 40 mm
Wire diameter 6 mm 8 mm
Nominal cross section copper, RE 28 mm² 50 mm²
Nominal cross section copper, RM 28 mm² 50 mm²
Material CuZnvNi
Surface protection Other
Voltage level Up to 30 kV
Oil stop/centre bar No
Material conductor Kupfer
Insulation No
Commercial specification
Customs number 85389000
country of origin CE
Logistic specification
VPE Weight 1.29 kg 1.922 kg

Powered by TCPDF (www.tcpdf.org)

Arthur Flury AG | CH-4543 Deitingen/Switzerland | T: +41 (0)32 613 33 66 | F: +41 (0)32 613 33 68 | www.aflury.ch | info@aflury.ch
Subject to technical modifications | Print: 18th of May 2024

http://www.tcpdf.org

